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Public Notice of Pending Ordinance 25-21 

 
The ordinance published herewith was introduced and passed upon first reading at a meeting of 

the Governing Body of the Borough of Matawan, in the County of Monmouth, State of New 

Jersey, on December 2, 2025.  It will be further considered for final passage, after public hearing 

thereon, at a meeting of the Governing Body to be held at the Borough of Matawan, Matawan 

Municipal Community Center, 201 Broad Street, Matawan, New Jersey 07747 on December 16, 

2025 at 7:00 o’clock PM.  During the week prior to and up to and including the date of such 

meeting, copies of the full ordinance will be available at no cost and during regular business 

hours at the Clerk’s Office for the members of the general public who shall request the same or 

on the Borough of Matawan website at www.matawanborough.com.     

 

Karen Wynne, RMC 

Municipal Clerk 
 

ORDINANCE 25-21 

AMENDING AND SUPPLEMENTING THE REVISED GENERAL 

ORDINANCES OF THE BOROUGH OF MATAWAN 

CHAPTER 21 – STREETS, SIDEWALKS, CURBS AND DRIVEWAYS 

SECTION 21-1.5 – BACKFILLING 

SECTION 21-1.6 – MAINTENANCE AND REPAIR 

 
NOW, THEREFORE, BE IT ORDAINED, Chapter 21, Section 21-1.5 be amended and 

supplemented as follows: 

 

 

Section 21-1.5  Backfilling 

 

a. Backfilling.  Unless otherwise directed by the Borough Engineer, the following specifications 

shall govern the backfill to be placed in excavated trenches: 

 

1. All road, shoulder and driveway openings shall be backfilled with a densely graded material a 

bank run gravel and shall be compacted in six inch lifters/layers with a mechanical 

compactor. 
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1. All road, shoulder and driveway openings shall be backfilled with a densely graded material 

and shall be compacted in 6 inch lifters/layers with a mechanical compactor. 

 

2. All other openings shall be backfilled with the excavated material approved by the 

Superintendent of Public Works or borough Engineer and shall be compacted in 12 inch 

lifts/layers with a mechanical compactor. 

 

b. All material not suitable for backfill and all excess backfill materials shall be removed from the 

site by the person responsible for the opening at no cost to the Borough. 

 

 

Section 21-1.6  Maintenance and Repair 

 

a. The trench will be filled with eight inches of Hot Mix Asphalt Base Coarse Stone Mix (1-2) or 

equal and rolled with the equivalent capacity of a five to ten ton roller. 

 

a. The trench will be filled with 8 inches of Hot Mix Asphalt, 19M64 Base Course or equal, placed 

in two lifts of 4 inches and rolled with the equivalent capacity of a 5 to 10 ton roller. 

 

b. The permittee shall mill 2 inches and pave roadways with Hot Mix Asphalt, 9.5M64 Surface 

Coarse Stone Mix or equal in accordance with the following schedules: 

 

1. All trenches, unless otherwise specified shall be milled 2 inch deep, the edges raw cut and 

then paved. 

 

2. All irregular shaped trenches will be made square.  Then the milling and saw cutting will be 2 

feet beyond the edges of the squared trench. 

 

3. Should the trench be an area between the curb and centerline of the road, the trench will be 

milled and saw cut two feet beyond the edges of the trench from the curb line and two feet 

beyond the edges of the trench to the centerline of the road.  

 

3. Should the trench be an area between the curb and centerline of the road, the trench will be 

milled and saw cut 2 feet beyond the edges of the trench and from curb to curb. 

 

4. Should the trench cross the centerline of the road, the trench will be milled and saw cut 2 feet 

beyond the edges of the trench from curb to curb. 

 

5. Should the trench parallel the curb and be less than 1/2 the total distance between two 

intersecting streets and not cross the centerline of the road, the trench will be milled and saw 

cut from the curb to two feet beyond the edge of the trench and from the point of curve at the 

nearest intersecting street to two feet beyond the end of the trench. 

 

5. Should the trench be parallel to the curb and be less than ½ the total distance between two 

intersecting streets and not cross the centerline of the road, the trench will be milled and saw 

cut from curb to curb and 2 feet beyond the edge of the trench and from the point or curve 

from the nearest intersecting street. 

 

6. Should the trench parallel the curb and be greater than one-half the total distance between two 

intersecting streets and not cross the centerline of the road, the trench will be milled and saw 



cut from the curb to the centerline of the road for the entire length of the roadway between 

the point of curve on the two intersecting streets along the roadway effected. 

 

6. Should the trench be parallel to the curb and be greater than ½ the total distance between two 

intersecting streets and not cross the centerline of the road, the trench will be milled from 

curb to curb for the entire length of the roadway between the point or curve on the two 

intersecting streets along the roadway effected. 

 

7. Should the trench parallel the curb and be less than 1/2 the total distance between two 

intersecting streets and cross the centerline of the road, the trench will be milled and saw cut 

from curb to curb and two feet beyond the edge of the trench and from the point of curve 

from the nearest intersecting street. 

 

7. Should the trench be parallel to the curb and be less than ½ the total distance between two 

intersecting streets and cross the centerline of the road, the trench will be milled from curb to 

curb and two feet beyond the edge of the trench and from the point or curve from the nearest 

intersecting street. 

 

8. Should the trench parallel the curb and be greater than 1/2 the total distance between two 

intersecting streets and cross the centerline of the road the trench will be milled from curb to 

curb and from the point of curve to point of curve on the intersecting streets along the 

roadway effected. 

 

8. Should the trench be parallel to the curb and be greater than ½ the total distance between two 

intersecting streets and cross the centerline of the road the trench will be milled from curb to 

curb for the entire length of the roadway between the point or curve on the two intersecting 

streets along the roadway effected. 

 

c. The permittee shall mill 2 inches and pave intersections in accordance with the following 

schedules: 

 

1. All trenches, unless otherwise specified, shall be milled two inches deep, the edges saw cut 

and then paved. 

 

2. All irregular shaped trenches will be made square.  Then the milling and saw cutting will be 2 

feet beyond the edges of the squared trench. 

 

3. Should the trench be an area between the curb and centerline of the intersection, the trench 

will be milled and saw cut from the curb line and two feet beyond the edges of the trench to 

the centerline of the intersection. 

 

3. Should the trench be an area between the curb and centerline of the intersection, the trench 

will be milled and saw cut from curb to curb and extend 2 feet beyond the edges of the 

trench. 

 

4. Should the trench cross the centerline of the intersection, the trench will be milled and saw 

cut 2 feet beyond the edges of the trench and from curb to curb. 

 

5. Should the trench parallel the curb and not cross the centerline of the road, the trench will be 

milled and saw cut from the curb to two feet beyond the edge of the trench from point of 

curve to point of curve. 



 

5. Should the trench be parallel to the curb and not cross the centerline of the road, the entire 

intersection will be milled and saw cut from curb to curb and from the point of curve to point 

of curve on the intersection streets. 

 

6. Should the trench parallel the curb, passing through the intersection and does not cross the 

centerline of the road, the trench will be milled and saw cut from the curb to the centerline of 

the road through the intersection and from the centerline of the road to the point of curve on 

the intersecting street. 

 

6. Should the trench be parallel to the curb, passing through the intersection and does not cross 

the centerline of the road, the entire intersection will be milled and saw cut from the curb to 

curb and from point of curve to point of curve on the intersection streets. 

 

7. Should the trench be parallel to the curb and cross the centerline of the road, the entire 

intersection will be milled and saw cut from curb to curb and from the point of curve to point 

of curve on the intersecting streets. 

 

The permittee will be responsible to replace any equipment associated with the traffic signal 

operation that may exist in the intersection at their own expenses. 

 

 

 

 BE IT FURTHER ORDAINED, any Ordinances or portions thereof which are inconsistent with 

the provisions of this Ordinance are hereby repealed to the extent of such inconsistencies only. 

 

 BE IT FURTHER ORDAINED, if any provisions of this Ordinance, or the application of such 

provision to any person or circumstance is declared invalid, such invalidity shall not affect the other 

provisions or applications of this Ordinance, which can be given effect, and to this end, the provisions of 

this Ordinance are declared to be severable. 

 

 BE IT FURTHER ORDAINED, this Ordinance shall take effect immediately upon following 

the passage, adoption and publication pursuant to New Jersey State law. 

 


